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SINGLE USE
SUP=R IMAGE QUALITY

VARIETY BF MBDELS

B ] ]
Disposable Choiedochoscopé
- for ERCP use

Shanghai SeeGen Photoelectric Technology Co., Ltd.

SPECIFICATIONS

PL-1000 PL-2000 (Portable)

100-240 VAC
50160 z
o BN

T e
Color temperature  Lamp Ufe 30,000 hrs
3/000K-7.000K

-Whiﬁhaln-nu.-lunir-mu-mntmlh-l‘.. . |mag|ng Processor
Enhance{d.1,2), Ioomix 22 3],

Freeze, Snap. Record. USB storage) P L‘ZODU
DVI*1, 5-Video'1, CVES™T R
USE (FAT 32)
SCAN HERE for contact details

] * 121 inch

Compatible to all our scopes

Imaging Processor

PL-1000
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ﬁ ) . Shanghai SeeGen Photoelectric Technology Co.,Ltd.

Add.: 3 Floor, Building b Jindu Road,
Minhang Dist., Shanghsz
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info@seegen.com.cn
+86 021 5429 5355
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High resolution image
Irrigation

Choledochoscope
- for ERCP use
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Higher resolution image.
2 light guide lens make more bright view.
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Diagnose
Working with duodenoscope

Treatment
CHV-US100J-U

CHV-US110J-U

Field of view

upldown 120°N120°
lefUright 120°1120°

: ——
Warking channel 1.2mmi0.6mm 1.2mm/0.6mm
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